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Exploded Diagram
HP-K-27



Exploded Diagram
HP-K-27

-ASSEMBLE SIDE SUPPORT COLUMNS



Exploded Diagram
HP-K-27

-ATTACH FRONT & REAR GRAPHICS



Exploded Diagram
HP-K-27

-PLACE PM4S3-MK-SHELF-UNIT

-REMOVE ALL SHELFS FIRST

-ONCE IS PLACE REATTACH 
SHELVING



Exploded Diagram
HP-K-27

-ASSEMBLE HP-FS-7 FABRIC STRUCTURE

-ATTACH GRAPHIC



Exploded Diagram
HP-K-27

-ASSEMBLE HP-FS-8 FABRIC STRUCTURE

-ATTACH GRAPHIC



Exploded Diagram
HP-K-27

-ASSEMLE HP-FS-7 & HP-FS-8
SETUP COMPLETE



Suggested Kit Layout

HP-K-27 BACK WALL

HP-FS-7

PM4S3-MK-SHELF-UNIT

HP-FS-8

HP-K-27 



Gather the components to build 
the back wall. Use the Exploded 
View and the Labeling Diagram 
for part labels.

Reference Connection Method(s) 
1, 2, 9, and 10 for more details.

Attach front & rear graphics. 
Use the Exploded View and the 
Labeling Diagram for part labels.

Reference Connection Method(s) 
6 for more details.

Gather the components to 
build the side supports. Use the 
Exploded View and the Labeling 
Diagram for part labels.

Reference Connection Method(s) 
3 and 8 for more details.

Assemble PM4S3-MK-SHELF-
UNIT.

Reference Connection Method(s) 
Attach detail PDF follows this 
page on assemble instructions

Step 1.

Step 3.

Step 2.

Step 4.

Kit Assembly
Step by Step



Arrange PM4S3 UNIT in desired 
position. Use the Exploded View 
and the Labeling Diagram for 
part labels.

Reference Connection Method(s) 
Placement see PDF attached for 
instruction.

Gather the components to build 
HP-FS-7. Use the Exploded View 
and the Labeling Diagram for 
part labels.

Reference Connection Method(s) 
7 for more details.

Re-attach Shelfs to unit once in 
position . Use the Exploded View 
and the Labeling Diagram for 
part labels.

Reference Connection Method(s) 
Placement see PDF attached for 
instruction.

Gather the components to build 
HP-FS-8. Use the Exploded View 
and the Labeling Diagram for 
part labels.

Reference Connection Method(s) 
7 for more details.

Step 5.

Step 7.

Step 6.

Step 8.

Kit Assembly
Step by Step



Attach graphic to HP-FS-8. Use 
the Exploded View and the 
Labeling Diagram for part labels.

Reference Connection Method(s)  
9 for more details.

Attach HP-FS-8 & HP-FS-7 to 
frame. Use the Exploded View 
and the Labeling Diagram for 
part labels.

Reference Connection Method(s) 
9 for more details.

Attach graphic to HP-FS-7. Use 
the Exploded View and the 
Labeling Diagram for part labels.

Reference Connection Method(s)  
9 for more details.

Step 9.

Step 11.

Step 10.

Kit Assembly
Step by Step



Connection Method 1: CB9 Connection Method 2: IB2

First, insert the corner connector into the extrusion while holding in the lock button with the allen 
key tool. Second, slide the next extrusion onto the same corner connector while holding in the lock 
button using the allen key tool. Third, use the allen key tool for locking the corner connector buttons 
in place. Use the allen key tool to make half turns clock-wise. Do not over tighten the lock buttons.

First, insert the in-line connector into the extrusion while holding in the lock button with the allen 
key tool. Second, slide the next extrusion onto the same in-line connector while holding in the lock 
button using the allen key tool. Third, use the allen key tool for locking the in-line connector buttons 
in place. Use the allen key tool to make half turns clock-wise. Do not over tighten the lock buttons.

Connection Methods

Connection Method 4: CAM LOCK

First, with the cam lock disengaged, place the cam lock teeth into the extrusion channel. Second, use 
the allen key tool to lock it in place. Make half turns clock-wise to engage the cam lock. Do not over 
tighten the lock buttons.

First, slide the PH2 connector into post until rest on the PH2 stop. Second, then slide the top post 
onto the PH2 connector.

Connection Method 3: PH2



Connection Method 5: LN114-S2-650 

First, line up base plate screw hole with PM4S3 inside nut. Second, insert screw tighten til plate is 
snug or no movement. Do not over tight this can damage the extrusion or inside nut.

Connection Methods

Connection Method 8: CAM LOCK

First, with the cam lock disengaged, place the cam lock teeth into the extrusion channel. Second, use 
the allen key tool to lock it in place. Make half turns clock-wise to engage the cam lock. Do not over 
tighten the lock buttons.

First, compress the unlocked connector and slide into the tube lock access hole. Lock both screws 
carefully using your allen key tool. Be sure to lock securely, but do not over tighten. For snap button 
connections

Connection Method 7: ES30

First, insert the silicone edge frame corners into the frame graphic channel (points 1 through 4).
Second, insert the silicone edge frame sides into the frame graphic channel (points 5 through 8). 
Third, push the remaining silicone edge fabric into the frame graphic channel. 
Similar setup is recommended for the opaque liner. 
To remove these panels, simply pull the loop tag sewn near a corner.

Connection Method 6: Graphic Application



Connection Method 9: PH1 

First, with the cam lock disengaged, place the cam lock teeth into the extrusion channel. Second, use 
the allen key tool to lock it in place. Make half turns clock-wise to engage the cam lock. Do not over 
tighten the lock buttons.

Connection Methods

First, insert the silicone edge frame corners into the frame graphic channel (points 1 through 4).
Second, insert the silicone edge frame sides into the frame graphic channel (points 5 through 8). 
Third, push the remaining silicone edge fabric into the frame graphic channel. 
Similar setup is recommended for the opaque liner. 
To remove these panels, simply pull the loop tag sewn near a corner.

Connection Method 10: IB2/PH1 Application

Connection Method 11: ADT-CAM-SM 

ADT-CAM-SM is already embedded inside tube. First, with the cam lock disengaged, place the cam 
lock teeth into the extrusion channel. Second, use the allen key tool to lock it in place. Make half 
turns clock-wise to engage the cam lock. Do not over tighten the lock buttons.
























