





SIDED SIDED USE

SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SHOWBIRD 65 MODULAR LIGHTBOX
PRODUCT CODE: SB65-1010-A

TOP OF BRIDGE DOES NOT HAVE A GRAPHIC
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SIDED SIDED USE

SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SHOWBIRD 65 MODULAR LIGHTBOX
PRODUCT CODE: SB65-1010-A

HARDWARE ONLY PARTS LIST

(gty 1) Showbird 65 Modular (gty 2) Showbird 65 Modular
Lightbox 300x240 Hardware Only Lightbox 100x240 Hardware Only
SKU: SB65-300x240 SKU: SB65-100x240

=

(gty 2) Bridge Connector A (gty 2) Bridge Connector B
SKU: SB65-BC-A SKU: SB65-BC-B
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SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A siie' ' poubLe

SIDED SIDED

SHOWBIRD 65 MODULAR LIGHTBOX
PRODUCT CODE: SB65-1010-A

SET UP INSTRUCTIONS - SB65-100X240
SET UP EACH FRAME INDIVIDUALLY BEFORE CONNECTING
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11 T T LED PANEL INSTALLS INTO THE INNER
B2 T T CHANNEL ON THE BACKSIDE OF THE
S T LIGHTBOX FRAME. PANEL IS MARKED TOP/
T S BOTTOM FOR EASY INSTALLATION. START
S BY INSERTING THE SILICONE INTO ALL
4 CORNERS OF THE FRAME AND THEN
J B5 . 5 WORK YOUR WAY ACROSS EACH SIDE THE
‘ Tog ey FRAME. DO NOT START IN 1 CORNER AND
;l S T, & WORK YOUR WAY AROUND THE FRAME.
d OPTIONAL BACK PANEL*
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T T g SAME INSTALLATION STEPS AS THE LED
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AC POWER CABLE: NO:1




SIDED SIDED USE

SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SHOWBIRD 65 MODULAR LIGHTBOX
PRODUCT CODE: SB65-1010-A

SET UP INSTRUCTIONS - SB65-300X240

LED PANEL 1

LED PANEL 2

LED PANEL 3

POWER CABLE EXIT

AC POWER CABLE: NO:1  EXTENSION CABLE: NO:2 EXTENSION CABLE: NO:3

LED PANEL OPTIONAL BACK PANEL

LED PANEL INSTALLS INTO THE INNER CHANNEL ON THE *OPTIONAL BACK PANEL INSTALLS INTO
BACKSIDE OF THE LIGHTBOX FRAME. PANEL IS MARKED TOP/ THE OUTER CHANNEL ON THE BACKSIDE
BOTTOM FOR EASY INSTALLATION. START BY INSERTING THE OF THE LIGHTBOX FRAME. FOLLOW THE
SILICONE INTO ALL 4 CORNERS OF THE FRAME AND THEN SAME INSTALLATION STEPS AS THE LED
WORK YOUR WAY ACROSS EACH SIDE THE FRAME. DO NOT PANEL

START IN 1 CORNER AND WORK YOUR WAY AROUND THE

FRAME.
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SIDED SIDED USE

SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SHOWBIRD 65 MODULAR LIGHTBOX
PRODUCT CODE: SB65-1010-A

FRAME CONNECTION

BRIDGE CAN BE MOUNTED AT
ANY LOCATION ON BACKWALL

SB65-BC-B

SB65-300X240

SB65-100X240
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SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SIDED
SHOWBIRD 65 MODULAR LIGHTBOX n =

PRODUCT CODE: SB65-1010-A

TRAVEL BAG STORAGE SB65-100X240

B2
B6/B3

Feet LED curtain Feet ||
] ]

=

B1/B4

A1/A2
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SIDED SIDED USE

SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SHOWBIRD 65 MODULAR LIGHTBOX
PRODUCT CODE: SB65-1010-A

TRAVEL BAG STORAGE SB65-300X240

TIER 1

—

‘ T B2
B6/B3

J Feet LED curtain Feet H
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TIER 2

LED curtain
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LED curtain

V221.01



SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SIDED  SIDED USE
SHOWBIRD 65 MODULAR LIGHTBOX

PRODUCT CODE: SB65-1010-A

LED & TRANSFORMER SPECS SB65-100X240
INFORMATION LISTED IS PER FRAME

‘ LED LIGHTING ‘ TRANSFORMER

Brand OSRAM ltem #: AD-EL-2402000-B

CCT (COLOR TEMP) | 6500K LED Driver UL Listed Class 2

AVG BEAM ANGLE 170 Output Wattage: 160W

LM/W: 130 Output Voltage 24V

AVG LM/M? 6000-6500 Output Current 6.67A

VOLTAGE INPUT: 24V Input Voltage 100-240 VAC
‘ LUMENS Input Frequency 50/60HZ

VOLTAGE (V) 24V Input Current (max) 1.9A @ 100VAC

POWER (W) 120W Operating Temp -4°F to 122°F

LM/W 130 Dimensions 19.69”L x 118”"W x 0.67"H
TOTAL LM 15600 Protections Short Circuit / Over
AVG LM 6240 Voltage / Over Current /
cuU 95-100% Overload Protection
EAV 2620lux Certifications UL & CE Listed

Non-Dimmable
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LED Lights are attached to reflective fabric The transformer is mounted to the inside of the
panel with Silicone Edge Graphic (SEG) bottom frame profile. Transformer is pre-installed
finishing. Light panel installs into the inner onto bottom profile from the factory and remains
channel on the backside of the lightbox attached during frame storage. There are 2 exit
frame. Panel is marked top/bottom for easy locations on the right side of the frame for the
installation. Front side of panel is silver power cord. One on the bottom profile and one on
reflective material and backside is black. the bottom of the right vertical profile.
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SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SHOWBIRD 65 MODULAR LIGHTBOX

SIDED SIDED USE

PRODUCT CODE: SB65-1010-A

LED & TRANSFORMER SPECS SB65-300X240

'LED LIGHTING

Brand OSRAM
CCT (COLOR TEMP) |6500K
AVG BEAM ANGLE {170
LM/W: 130

AVG LM/M? 6000-6500
VOLTAGE INPUT: |24V
'LUMENS

VOLTAGE (V) 24V
POWER (W) 120W
LM/W 130
TOTAL LM 46800
AVG LM 6240
cu 95-100%
EAV 2620lux

LED Lights are attached to reflective fabric
panel with Silicone Edge Graphic (SEG)
finishing. Light panels installs into the inner
channel on the backside of the lightbox
frame. Panel is marked top/bottom for easy
installation. Front side of panel is silver
reflective material and backside is black.
The 300x240 frame includes 3 sets of LED
light panels.

' TRANSFORMER
ltem #: AD-EL-2402000-B
LED Driver UL Listed Class 2

Output Wattage: 160W

Output Voltage 24V

Output Current 6.67A

Input Voltage 100-240 VAC

50/60HZ

1.9A @ 100VAC

-4°F to 122°F

19.69”L x 118"W x 0.67"H

Short Circuit / Over
Voltage / Over Current /
Overload Protection

UL & CE Listed

Input Frequency

Input Current (max)

Operating Temp

Dimensions

Protections

Certifications

Non-Dimmable

The transformer are mounted to the inside of
the bottom frame profiles. Transformers are pre-
installed onto bottom profiles from the factory
and remain attached during frame storage. The
300x240 frame includes 3 transformers. There are
2 exit locations on the right side of the frame for
the power cord. One on the bottom profile and one
on the bottom of the right vertical profile.
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SHOWBIRD 65 MODULAR LIGHTBOX 10 X 10 CONFIGURATION A st pouste [iNooor

SIDED
SHOWBIRD 65 MODULAR LIGHTBOX 1w —

PRODUCT CODE: SB65-1010-A

TEMPLATE GUIDE

2 - BRIDGE BOTTOM*

——
1- FRONT
4 - BACK
3 - FRONT
5-BACK
..7——__________
l—__‘_‘_‘_h_‘_‘_____————_
B &
SINGLE SIDED - BACKLIT DOUBLE SIDED - NON-BACKLIT
1. SB65-300X240 - BACKWALL 4. SB65-300X240 - BACKWALL
2. SB65-100X240 - BRIDGE 5. SB65-100X240 - BRIDGE SUPPORT

3. SB65-100X240 - BRIDGE SUPPORT

*TOP SIDE OF BRIDGE DOES NOT HAVE A NON-BACKLIT GRAPHIC OPTION BY DEFAULT

NUMBERS ON THE IMAGE ABOVE INDICATE THE TEMPLATE LOCATION # ON FRAME
PLEASE USE TEMPLATE FILE NAME FOR EACH GRAPHIC FILE: “SB65-1010-A-1-BL”
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